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Welcoming spaces
and in record time
The CLB, Compact Light Board, panels are the ideal solution to extend your floor to the walls. Designed
specifically for humid areas, this product is optimal for bathrooms and shower areas. With easy installation
as the specific composition of the CLB panel allows direct installation on the existing walls by means of a
panel adhesive on the vertical surface.
As FLINT HI-FLOOR 100% Waterproof is completely watertight, you can install it on the entire floor of your
bathroom, even putting it at the level of the shower, and with our CLB panel solution you can apply the
floor design to any wall of the bathroom.
This combination allows you to project the design of the floor, which is a central decorating element, onto
the walls and thus create a unique atmosphere.
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A simple and easy way to install
to give comfort and originality to the space
With a large format and very light weight, the CLB panels can be installed with ease. Especially
developed for wet areas, they allow us to provide simple solutions in generally small spaces such as
bathrooms, which can be redesigned and gain a sense of volume by combining floor and walls. All
this with the convenience of not having to carry out major works, since the alteration can be carried
out in a short space of time.

Thanks to its technical characteristics, the CLB panel offers the following features:
-

Water and humidity proof.
Resistant to changes in temperature.
High stability even in asymmetrical environments.
Its composition means you can paste it directly on the wall.
Resistant to conventional cleaning products.

The Compact Light Board by FLINT is especially recommended for wall covering in all wet
areas, such as the bathroom and/or shower.
Hotels, homes, the health sector, offices, public spaces, among other sectors, already implement the rapid solution of CLB panels in renovations and enlargement of spaces.
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COMPACT LIGHT BOARD PAREDES
TECHNICAL CHARACTERISTICS
The CLB panels are made up of a central body of HDP (High Density Polymer), on which two HPL
(High Pressure Laminate) adhere, forming a compact and symmetrical panel of large format and
light weight.
The dimensional stability of the CLB, and its total water resistance, allows to stick it on vertical
surfaces (according to assembly instructions) even in very humid areas, which opens up new
design possibilities in the bathrooms, with a very short execution time.

DECORATIVE
LAMINATE HPL

WATER-PROOF

FAST
INSTALLATION

CENTRAL CORE
HDP

ANTI-SCRATCH

DECORATIVE
LAMINATE HPL

LONG LIFE

HYGIENIC &
ANTI-ALLERGIC

EASY
CLEANING
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COMPACT LIGHT BOARD PANEL
COMPOSITION
The Compact Light Board panels are composed of:
- 2 HPL (High Pressure Laminate) laminates. Each laminate consists of a sheet of decorative
paper impregnated with melamine resins and three sheets of Kraft paper impregnated
with phenolic resins.
- The white central core is composed of HDP (High Density Polymer).

DECORATIVE LAMINATE HPL
CENTRAL CORE HDP
DECORATIVE LAMINATE HPL

Side bezels

FORMATO
Thanks to the original large format of the CLB panel, perfectly adapts to the modulations of the
bathrooms.
- Format: 2.520 mm 1.200 mm
- Thickness: 5,5 mm + 0,5 mm
- Core: White
Depending on the installation, we can also offer a personalized service, made to measure, with the prior
consultation and acceptance of our technical department.
DESIGNS AND FINISHES
The CLB panels are available in the three collections of FLINT designs:
- Living Floor,
- Classic and
FINISHING OPTIONS
- The Stonist.
Available in finishes:
- Textured,
- Matt and
- Stone.

TEXTURED

ITALIAN STONE

* Ask us any format, color or digital print to customize your space.

MATT
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COMPACT LIGHT BOARD PANEL
BASIC TIPS
For the correct and durable installation of our CLB panel, it is essential to follow our installation
guidelines.
- The CLB panels should be placed at the destination, in a flat position on horizontal sleepers,
without leaving a space of more than 1,000 mm between them. Storage should be for at least 48
hours for them to acclimatize to room temperature. The ideal conditions are temperatures of 15 to
20 ºC and relative humidity between 50% and 60%.
- We recommend waterproofing the walls where the CLB panels are to be placed. This waterproofing has to be compatible with the adhesives that are going to be used for the placement of the
CLB panels on the walls.
1.200 mm

1.200 mm

APPLICATION
- It is very important that all surfaces
where the CLB panels are to be installed
are dry, even, and free of dust, loose particles, oil, grease, wax and old paint.

2.520 mm

- We recommend using an elastic and
quick drying membrane for waterproofing the walls and that it is compatible
with the adhesive to stick the CLB panel
on the wall.
- FLINT recommends using Mapei products, such as Mapelastic Aquadefense
for waterproofing and Ultrabond MS
Rapid as an adhesive, as well as Mapesil

AC for finishing and sealing joints
between floor and walls.
- Due to the great variety of supports
and situations, we recommend that you
consult with our technicians regarding
the products to be used.
Side bezels

> 0,75 mm
2 mm

3.5 + 0.15 mm

Priming
- Sand the surfaces to be bonded with a fine
abrasive paper.
False tongue
- Remove dust and clean with a solvent.
- Allow the solvent to evaporate.
- Apply a thin layer of primer (1 mm per
layer) evenly.
- Depending on the state of the wall, several successive layers can be applied with an interval of 1 to 2 hours.
- Do not apply the primer at a temperature below 5º C.
- After priming, the panels can be placed in the following 24 hours.

FLINT offers standard panel sizes, but is able to adapt to different environments, manufacturing custom panels according to the project.
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COMPACT LIGHT BOARD PANEL
WALLED WALL SYSTEM
- Do not apply the product on dusty, cracked or wet surfaces.
- Apply adhesive strands every 10-15 cm apart.
- At the junction between CLB panels, ensure that the adhesive strand is 2-3 cm on each side of
the meeting point or junction.
- Press the panel firmly against the surface to spread the adhesive evenly.
- Final hardening is completed after 24 hours at a temperature of 23° C in layers 2-3 mm thick.
- Do not apply the product with a temperature below 5º C.

INSTALLATION SYSTEM BY GLUING
Distance between
the adhesive strand (10-15 cm)
CLB Panel

Waterproofing layer
Distance between adhesive
strand In joints (2-3 cm)

Flat, clean and dry surface
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Silicone for joints

JOINING OF BOARDS
Assembly of the panels is carried out lengthwise by means of the groove or false tongue system.

MICRO BEVEL
0,75 mm

+0,2

> 0,75 mm

+0,2

> 0,75 mm

+0,2

2 mm
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COMPACT LIGHT BOARD PANEL
JOINT PROFILES AND FINISH
Due to the extensive installation options available with the CLB panels, we have an array of joint
and finishing profiles and butt plates for a perfect finish.
We recommend using the butt plate wherever you have an angle.
We don’t advise the installation of the CLB Panel with a miter system.
We recommend using the binding profile, provided that the beveled binding of the original CLB
machining has been modified or canceled.
We recommend using the binding profile, as long as the supporting wall on which the panel is
glued CLB is properly evened.
We recommend using the finishing profile for a good finish of the work in all installations.

45 mm

25 mm

20 mm

Butt joint

The butt joint is a profile of extruded
aluminum, 25 mm wide and T-shaped.

Butt plate 45º

The butt plate is a profile designed to
insert the CLB panel in a hole designed
for this purpose, leaving only a small
projection.

8 mm

5,5 mm

5,5 mm

25 mm

5,5 mm

5,5 mm

Angle 45º

The Angle is an extruded aluminum
profile for finishing with a minimum
thickness of 5 mm.

TECHNICAL PROFILE DATA
Material 				Extruded aluminum
Finish					Anodized silver
Aluminum alloy				6063				Norm UNE 12020-2:2017
Fire resistance				M0				Norm UNE 23-727-90
Dimensions of Butt Joint			
Dimensions of Butt Plate 45		
Dimensions of Angle 45			

25 x 6 mm			
45 x 25 x 5 mm			
20 x 8 mm			

Length: 3 metres.
Length: 3 metres.
Length: 3 metres.

The aluminum profiles resist any degree of environmental humidity, which makes them the perfect finish for any place where you want to position
the Compact Light Board.
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COMPACT LIGHT BOARD / TECHNICAL DATA
The Compact Light Board or CLB panels manufactured by FLINT are composed of 2 HPL laminates (High Pressure Laminate) on their outer face. Each laminate consists of a sheet of decorative paper impregnated with melamine resins and three sheets of kraft paper impregnated
with phenolic resins.
The CLB panels are made up of a central body of HDP (High Density Polymer), on which two HPL
(High Pressure Laminate) adhere, forming a compact and symmetrical panel of large format and
light weight.
DESCRIPTION
FLINT Compact Light Board Decorative Panel
GENERAL CHARACTERISTICS

TECHNICAL CHARACTERISTICS

Base material:		
Core HDP
			White
			Waterproof

Thickness		

Outer material:		

Weight			

5.5 + 0.5

Density			0.92 g/cm3

HPL

5.1 Kg/M2

Impact resistance
Small ball			31.36 N				Norm UNE-EN 13329
Large ball			1000 mm				Norm UNE-EN 13329
Impact class			IC2				Norm UNE-EN 13329
Swelling in water 24 h			

0.13%				

Norm UNE-EN 13329

Adherence in water 24 h			

Very good			

Norm UNE-EN 13329

Scratch resistance				

Grade 3				

Norm UNE-EN 438/2

Euro Class				Cs3d0				

APPLICATIONS

The new FLINT Compact Light Board decorative panels project the floor
design, which is a central element of decoration, towards the wall and thus
create a unique environment.
CLB decorative panels are exclusively suitable for bathrooms and wet areas.
Public Buildings
    Hotels, Shops, Offices, Catering,
    Cafes, Restaurants, Co-Working.

Multipurpose rooms
    Conference rooms, Libraries.

Health centers
    Clinics, Hospitals, Gyms, Wellness.

Leisure centers
    Shopping centers, Cultural centers.

ARTESAN OAK

REF. 219

ICE WOOD

REF. 217

ASH OAK

REF. 216

AMBER OAK

REF. 215

CANNELLE OAK

REF. 214

GLIMMER OAK

REF. 212

SERENE OAK

REF. 211

SAWED GREY OAK

REF. 210

FINE OAK

REF. 209

ANCIENT OAK

REF. 208

ZEN OAK

REF. 207

NATURAL OAK

REF. 206

WILD OAK

REF. 205

SPARK OAK

REF. 204

RUSTIC OAK

REF. 203

FOREST OAK

REF. 201

FILONE ELM

REF. 303

BRUN ELM

REF. 302

ARGENT ELM

REF. 301

SOPHIS WALNUT

REF. 402

WIRY ASH

REF. 401

CENTURY OAK

REF. 220

CLASSIC OAK

REF. 218

PEARL TSUGA

REF. 803

SLATE STONE

REF. 912

OXID STONE

REF. 911

MARBLE WHITE

REF. 907

MARBLE BLACK

REF. 906

MIRAGE

REF. 905

MEDLEY

REF. 904

TAJ

REF. 903

CLOUD

REF. 902

LOFT CEMENT

REF. 901

FINISHING OPTIONS

TEXTURED

WATER-PROOF

FAST
INSTALLATION

ITALIAN STONE

ANTI-SCRATCH

LONG LIFE

MATT

HYGIENIC &
ANTI-ALLERGIC

EASY
CLEANING

Compact Light Board panels can be manufactured with the full range of FLINT designs or shape and personality
with the integration of images in digital printing. Ask us any customization for your project.

FLINT FLOOR S.L.
RONDA, 38 – SANT FOST DE CAMPSENTELLES.
08105 BARCELONA
T +34 935 707 009 / info@flintfloor.com / www.flintfloor.com

